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TECHNICAL SPECIFICATIONS

DIMENSIONS

Lenght

Width

Height

Weight

FEEDING

Battery

PERFORMANCE

Max. tension force

Tensioning speed

Sealing

Joint strenght

300 mm – 11,8”

150 mm – 5,9”

200 mm – 7,9”

6,4 Kg – 14.2 lbs

36V – 2.0 Ah Li-ion

8000N

11mt/min

Vibration Sealing

75% of breaking strenght

MODEL

CODE

T27997

TYPE

ITA27
with one battery

THICKNESS

1 mm 0.039” - 1.4 mm 0.055”
0.8 mm 0.031” - 1.30 mm 0.050”

STRAP

PET 19 mm (3/4”)
PET 25/32 mm (1–1 1/4”)

T2799971 ITA27 with one
battery and charger

1 mm 0.039” - 1.4 mm 0.055”
0.8 mm 0.031” - 1.30 mm 0.050”

PET 19 mm (3/4”)
PET 25/32 mm (1–1 1/4”)

T2799972 ITA27 with two
battery and charger

1 mm 0.039” - 1.4 mm 0.055”
0.8 mm 0.031” - 1.30 mm 0.050”

PET 19 mm (3/4”)
PET 25/32 mm (1–1 1/4”)


